
Pressure screw 29.0xx

 
Pressure screw Polyamide PA6.6

Strain relief clamp Polyamide PA6.6

Bolts Steel, zinc­plated

Connecting thread Pg as per DIN 40430

 
 Properties

• single part for use in 
combination with other 
components

• increased anchorage with high
retention

Temperature range ­20 °C

+80 °C

Protection grade dependent on the combination with 
other components 

 Features

RAL 7035

A ØC L SW1 H Di
VPE

Part No.

Pg 9 4,5 ­ 11 8,5 19 23 11,5 25 29.009

Pg 11 5 ­ 13 9 21 25 13,5 25 29.011

Pg 13,5 5 ­ 14 10 23 27 14,5 25 29.013

Pg 16 6 ­ 16 10 25 29 16,5 25 29.016

Pg 21 7 ­ 18 12,9 32 36,5 18,5 10 29.021

Pg 29 8 ­ 24 16,9 42 45,9 24,5 10 29.029

Jacob GmbH ∙ Elektrotechnische Fabrik ∙ Gottlieb­Daimler­Straße 11 ∙ 71394 Kernen ∙ Telefon 07151 4011­0 ∙ Fax 07151 4011­49 ∙ E­Mail: jacob@jacob­gmbh.de


	Pressure screw
	29.0xx
	
	Properties
	Features


