
HAWKE cable gland 501/453/RAC/xx­zzzz

 
Cable gland Brass, nickel­plated brass, 316L 

stainless steel

 
 Properties

• according to ATEX and IECEx 
with Exd and Exe approval for 
all kind of armoured cables 

• wide clamping range

• available in all sizes

• suitable for all types of 
reinforcement 

• For more information, please 
visit the website of our partner 
HAWKE International 
http://www.ehawke.com/cableg
lands/

Equipment group II

Category / Zone 2G, 2D and 3G/ 1, 2, 21, 22 

Type of protection Ex d, flameproof 

Ex e, increased safety 

ExnR, Restricted breathing 

Protection grade IP66 / IP67 / IP68

(30 meters for 7 days) 

Temperature range ­60 °C

+100 °C

EC­Type certificate Baseefa 06ATEX0056X

IECEx BAS06.0013X

Test standard IEC 60079­0

IEC 60079­1

IEC 60079­7

IEC60079­15

Additional Approvals:  CSA (Canada), Inmetro/Cepel (Brazil), 
CNEX (China), GOST­R (Russia), 
GOST­K (Kazachstan), DNV Marine, 
ABS Marine, KTL (Korea) 

 Features

A ØC L across
corners

SW1
VPE

Part No.

Os­M20 ­ 5,5 ­ 12 15 26,5 24 1 501/453/RAC/Os­M20

O­M20 ­ 9,5 ­ 16 15 26,5 24 1 501/453/RAC/O­M20
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A ØC L across
corners

SW1
VPE

Part No.

A­M20 ­ 12,5 ­
20,5

15 32,5 30 1 501/453/RAC/A­M20

B­M25 ­ 16,9 ­ 26 15 39,5 36 1 501/453/RAC/B­M25

C­M32 ­ 22 ­ 33 15 50,5 46 1 501/453/RAC/C­M32

C2­M40 ­ 28 ­ 41 15 60,6 55 1 501/453/RAC/C2­M40

D­M50 ­ 36 ­ 52,6 15 70,8 65 1 501/453/RAC/D­M50

E­M63 ­ 46 ­ 65,3 15 88,0 80 1 501/453/RAC/E­M63

F­M75 ­ 57 ­ 78 15 104,0 95 1 501/453/RAC/F­M75

G­M80 ­ 75 ­ 89,5 20 115,0 106,4 1 501/453/G­M80

H­M90 ­ 75 ­ 89,5 20 130,0 115 1 501/453/H­M90

J­M100 ­ 88 ­
104,5

20 142,0 127 1 501/453/J­M100

A ØC L across
corners

SW1
VPE

Part No.

1/2"NPT 5,5 ­ 12 15 26,5 24 1 501/453/
RAC/Os­
1/2"NPT

1/2"NPT 9,5 ­ 16 15 26,5 24 1 501/453/
RAC/O­
1/2"NPT

1/2"NPT 12,5 ­
20,5

15 32,5 30 1 501/453/
RAC/A­
1/2"NPT

3/4"NPT 12,5 ­
20,5

15 32,5 30 1 501/453/
RAC/A­
3/4"NPT

3/4"NPT 16,9 ­ 26 15 39,5 36 1 501/453/
RAC/B­
3/4"NPT

1"NPT 16,9 ­ 26 15 39,5 36 1 501/453/
RAC/B­
1"NPT

1
1/4"NPT

22 ­ 33 15 50,5 46 1 501/453/
RAC/C­1
1/4"NPT

1"NPT 22 ­ 33 15 50,5 46 1 501/453/
RAC/C­
1"NPT
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A ØC L across
corners

SW1
VPE

Part No.

1
1/4"NPT

28 ­ 41 15 60,6 55 1 501/453/
RAC/C2­

1
1/4"NPT

1
1/2"NPT

28 ­ 41 15 60,6 55 1 501/453/
RAC/C2­

1
1/2"NPT

1
1/2"NPT

36 ­ 52,6 15 70,8 65 1 501/453/
RAC/D­1
1/2"NPT

2"NPT 36 ­ 52,6 15 70,8 65 1 501/453/
RAC/D­
2"NPT

2"NPT 46 ­ 65,3 15 88 80 1 501/453/
RAC/E­
2"NPT

2
1/2"NPT

46 ­ 65,3 15 88 80 1 501/453/
RAC/E­2
1/2"NPT

2
1/2"NPT

57 ­ 78 15 104 95 1 501/453/
RAC/F­2
1/2"NPT

3"NPT 57 ­ 78 15 104 95 1 501/453/
RAC/F­
3"NPT
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