
Sealing grommet G506­1xxx­zz

 
Sealing grommet TPE

 
 Properties

• for the installation of several 
singe cables

• "Pushout"­membrane

• "Joy­stick" effect thanks to 
built­in sock

• easy­to­install without the use 
of tools

• wide sealing range

• Material fulfills UL 94 HB

• halogen­free, sulfur­free

• soft and adaptable, can 
therefore also be used on 
curved surfaces

Temperature range ­50 °C / +125 °C

(static, unstressed) 

Protection grade IP67

Test standard EN 60670­1:2005 +A1:2013

Intertek Certificate SE­S­2100893

 Features

RAL 9010

for clearance holes

Size Di Wall / T n x ØC L1 H Da
VPE

Part No.

M20 20,5 0,5 ­ 3 3 x 4 ­ 7 4 11 27,5 50 G506­1020­01

M25 25,5 0,5 ­ 3,5 3 x 4 ­ 9 4 11 32,5 50 G506­1025­01

RAL 9005

for clearance holes
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Size Di Wall / T n x ØC L1 H Da
VPE

Part No.

M20 20,5 0,5 ­ 3 3 x 4 ­ 7 4 11 27,5 50 G506­1020­02

M25 25,5 0,5 ­ 3,5 3 x 4 ­ 9 4 11 32,5 50 G506­1025­02

RAL 7035

for clearance holes

Size Di Wall / T n x ØC L1 H Da
VPE

Part No.

M20 20,5 0,5 ­ 3 3 x 4 ­ 7 4 11 27,5 50 G506­1020­00

M25 25,5 0,5 ­ 3,5 3 x 4 ­ 9 4 11 32,5 50 G506­1025­00

Other sizes from Pg 11 to Pg 16 for additional hole diameters are available on request and 
with minimum order quantity. Series G506­2xxx­zz. Other colours are available on request 
and with minimum order quantity. 
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