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International

Ex-Klemmenkasten aus Edelstahl
Ex-Junction Boxes in stainless steel

Jacob
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Internationale Zulassungen / International Approvals
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TECHNISCHE DATEN:

Werkstoff Edelstahl 1.4404, 316L
Ex eb IIC Tx Gb

Ex tb 11IC T80°C Db

Ex ib [IC Tx Gb

Ex ib IIIC T80°C Db

Ex ia IIC Tx Gb

Ex ia 1lIC T80°C Db

Kennzeichnung

ATEX/IECEx
NEC/CEC/CSA/UL
EAC

EQM

Inmetro

PESO

SONCAP

Zulassungen

Marine-Zulassungen DNV / Bureau Veritas / ABS

Zonen & Gasgruppen Zone 1, Zone 2,
Zone 21, Zone 22
Gasgruppen IIA, 11B und IIC

Temperaturbereich -60°C/ +80 °C

Schutzart IP66
Deluge Protection DTS01
Type 4X

Prifnorm EN IEC 60079-0

EN IEC 60079-7

EN IEC 61241-0

EN IEC 61241-1
Hinweis
Produktdesign und -spezifikationen kénnen ohne vorherige Ankindigung
geandert werden. Bitte informieren Sie sich bei der Jacob GmbH oder auf
der Website des Herstellers tiber die aktuellsten Produkteigenschaften.

Edelstahl-Klemmenkasten
mit Tragschienen,
Kundenwunsch.

in verschiedenen GroRen, bestlckt
Anschlussklemmen und Bohrungen nach

Stainless steel junction boxes in various sizes, pre-assembled with rails,
terminals and entries according to customer specific requirements.
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TECHNICAL DATA:

Material Stainless Steel 1.4404, 316L
Ex eb IIC Tx Gb

Ex tb I1IC T80°C Db

Ex ib IIC Tx Gb

Ex ib 1IC T80°C Db

Exia lIC Tx Gb

Ex ia IlIC T80°C Db

Marking

ATEX/IECEx
NEC/CEC/CSA/UL
EAC

EQM

Inmetro

PESO

SONCAP

Approvals

Marine Approvals DNV / Bureau Veritas / ABS

Zones & Gas groups Zone 1, Zone 2,
Zone 21, Zone 22
Gas groups IIA, 1B and IIC
Temperature range -60 °C / +80 °C
Protection grade IP66
Deluge Protection DTS01
Type 4X
Test standard EN IEC 60079-0
EN IEC 60079-7
EN IEC 61241-0
EN IEC 61241-1
Remark
Product design and specifications are subject to change without notice.
Please check with Jacob GmbH or the manufacturers website for latest
specification.
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