
Bestelldaten

Typ / Type Lichtstrom
Delivered Output  (lm)

Leistung
Power (W)

TClass
TClass

T°C Staub
T°C Dust

Betriebstemperatur
Temperature (°C)

Gewicht
Weight (kg)

ST3N/03L/LE 3592 23 T4 76 -20 / +55 2,8 

ST3N/06L/LE 6241 42 T4 76 -20 / +50 4,4

ST3N/09L/LE 8798 63 T4 76 -20 / +45 5,0

ST3N/03L/LE/EM 3592 26 T4 76 -20 / +45 3,8

ST3N/06L/LE/EM 6241 49 T4 76 -20 / +45 5,2

ST3N/09L/LE/EM 8798 65 T4 76 -20 / +45 5,8

TECHNICAL DATA:

Power 16 W to 48 W

Electrical Supply 120-277 VAC, 50/60Hz; 127-250 Vdc (02L);
127-300 VDC (04L/07L), Standard Version
220-240 Vac, 50/60Hz, Emergency version 
only

Delivered output 2296 lm - 6690 lm

Colour Temperature 4000 K (Neutral White, 3000 K and 5000 K 
available as option)

Temperature -40 °C / +55 °C
-25 °C / +50 °C = EM

Enclosure GRP body with polycarbonate cover

Entry 4 x M20 - 2 at each end

Termination 3 core 4 mm² max conductor with looping 
and 16 A rating through wiring (4 core on 
Emergency)

Driver Electronic Driver

Battery Ni-Cd (6 V)

Emergency Duration 3 hours (02L version = 33 % output, 04L 
version = 23 % output, 07L version = 12 % 
output)

Protection grade IP66 / IP67

Area classification Zone 2 to EN/IEC 60079-10-1, Zone 22 to 
EN 60079-10-2 and EN 60079-14

Marking Ex ec IIC T4 Gc Ex tc IIIC T75°C Dc

Inotec-Modules CBS type J-SV Modul/S or CBS type J-SV 
Modul T/S

Mounting Options Ceiling, Wall, suspended, Pole/Stanchion

TECHNISCHE DATEN:

Leistung 23 W bis 67 W

Eingangsspannung 120-277 V AC, 50/60Hz
127-300 V DC,
220-240 V AC, 50/60Hz (Batterieversion)

Lichtstrom 2.959 lm bis 9.385 lm

Farbtemperatur 4000 K (Neutral Weiß, 3000 K und 5000 K 
optional lieferbar)

Überspannungsschutz 2 kV

Temperatur -20 °C / +45 °C

Gehäusematerial GRP mit prismatischem Polycarbonat-
Diffusor und Halteklammern aus Rostfreiem 
Stahl

Kabeleinführung 2 x 20 mm Durchgangslöcher

Installation Zwei Durchgangslöcher für M8 - 
Befestigungselemente auf der Rückseite, 
Dichtscheiben vorgesehen

Vorschaltgerät Elektronisches Vorschaltgerät

Batterie Ni-Cd (6 V) 

Dauer Batteriebetrieb 3 Stunden (03L = 26 %; 06L = 14 %; 09L = 
10 %)

Anschluss 4-adrige Leiter mit max. 4 mm² mit 
Durchgangsverdrahtung und 16 A 
Nennleistung

Schutzart IP65

Einsatzbereich Zone 2 und Zone 22 Bereiche zu EN 60079-0 
und EN 60079-15 mit Installation nach 
EN 60079-31

Kennzeichnung Ex nA IIC T6 Gc
Ex tc IIIC T66 °C Dc IP65

TECHNICAL DATA:

Power 23 W bis 67 W

Electrical Supply 120-277 V AC, 50/60Hz
127-300 V DC,
220-240 V AC, 50/60Hz (Emergency Version)

Delivered output (lm) 2.959 lm up to 9.385 lm

Colour Temperature 4000 K (Neutral White, 3000 K and 5000 K 
available as option)

Surge Protection 2 kV

Temperature -20 °C / +45 °C

Enclosure GRP with prismatic polycarbonate diffuser 
and stainless steel retaining clips

Entry 2 x 20 mm diameter clearance holes

Installation Two clearance holes for M8 fasteners 
located on rear of body, sealing washers 
provided

Driver Electronic Driver

Battery Ni-Cd (6 V)

Emergency Duration 3 hours (03L = 26 %; 06L = 14 %; 09L = 10 %)

Termination 4 core 4 mm² max conductor with through 
wiring 16 A rating

Protection grade IP65

Area classification Zone 2 and Zone 22 areas to EN 60079-0 
and EN 60079-15 with installation to 
EN 60079-31

Marking Ex nA IIC T6 Gc
Ex tc IIIC T66 °C Dc IP65

InternationaIe Zulassungen / International Approvals

Produktvorteile
• Hohe Energieeffizienz
• Leichte und schmale 
   Konstruktion
• 155.000 wartungsfreie 
   Stunden bei 45 °C

Ex-LED Langfeldleuchte Sterling III                                                                                      Zone 2/22 
Ex-LED linear luminaire Sterling III 

Highlights
• Highly energy efficient
• Lightweight and slimline construction
• 155,000 maintenance free hours at 45 °C

Weitere Informationen finden Sie unter www.jacob-gmbh.de I I For further information please visit www.jacob-gmbh.de 67


